
Subsea
Ball Valves



Subsea

   Viar Valvole delivers proven 
Quality Trunnion Mounted 
Ball Valves to leading layers 
of the Industry.

   Valves are internally designed, 
manufactured and tested

 

in accordance with Industry 
Regulation and most stringent 
Client Specification.

   A full support is provided 
to both EPC and end users 
by Viar Valvole Specialists 

during the bid and post 
order stage. 

Worldwide Site assistance 
is guaranteed by Viar Valvole 
Engineers.



   Product Range:
• 1” 1/2 up to 60”
• 150# up to 2500#, API 6A.
• RF, RTJ, WE, BW, HUB. 

• Valves are in accordance 
   with API 6DSS.

• Generally fully welded valves, 
   to prevent possible water 
   passing through valve body. 
• Suitable for 3.000 m. water 
   depth installation (10.000 feet). 
• Offered with materials suitable 
   for subsea environment. 

• C/w subsea gear inclusive 
   of ROV device. 
• ROV for vertical or horizontal 
   operation. 
• Available also with Double 
   Block and Bleed, Modular 
   Type Design.



Testing
Set of Hyperbaric Chambers 
up to 350 Bar, sizes up to 30”, 
classes up to 2500#.

Viar Valvole S.r.l.
Head Office & Main Plant

Via A. Sandroni, 38/A
21040 Sumirago (VA) Italy

Ph. +39 0331905159
Fax +39 0331270820

Machining & Special Test
Via 1° Maggio, 8
21048 Solbiate Arno (VA) Italy
Subsea Division
Via Giacomo Puccini, 28
21010 Besnate (VA) Italy

info@viarvalvole.com

viarvalvole.com
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